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LA. Effect of Permit

LA.1. Action Resources Inc. (hereafter referred to as “Permittee”) is hereby authorized to
operate as a used oil transporter in accordance with all applicable requirements of
R315-15 of the Utah Administrative Code and of the Used Oil Management Act (the
Act) 19-6-701 et. seq., Utah Code Annotated and this Permit.

R315-15-15 of the Utah Administrative Code. This Permit shall be reviewed e

LLA2. This Permit shall be effective for a term not to exceed ten years in accordance :ﬁiih
Director five years after the date of issuance or when the Director determinw e

Permit requires review. A W
a (/’ )\ b 4
LLA.3. Attachments incorporated by reference are enforceable conditions is-Permit, as
are documents incorporated by reference into the attachments. uage in

Conditions I and II supersedes any conflicting language in the attachments or
documents incorporated into the attachments.

L.B. Permit Revocation
LB.1. Violation of any permit condition or failure to com Iy v ith any provision of the
applicable statutes and rules shall be grounds for e ement actions, including

revocation of this Permit. The Director sh
intent to revoke this Permit.

notify the Permittee in writing of his

y ]

I.C. Permit Modification

@
IL.C.1. The Permittee may request m ifications of any item or activity covered by this
Permit by submitting a Writte;Nc}fnodification request to the Director. If the
Director determines the tion request is substantive, a public hearing, a 15-day
public comment period or b ay be required before the modification request may
m%?t ?

ing-a substantive modification prior to the Director’s written
violation of the Permit and may be grounds for enforcement

I.C.2. The Permittee shall notify the Director in writing of any non-substantive changes, such
as changes to the contact person, within 20 days of the change.

LC.3. The%t r may modify this Permit as necessary to protect human health and the
vironment, because of statutory or regulatory changes or because of operational
es affecting this Permit.

L.D. pill Prevention

LD.1. The Permittee shall maintain and operate all used oil transportation vehicles and
associated equipment to minimize the possibility of fire, explosion or sudden or non-
sudden release of used oil to the air, ground, soil, surface and groundwater and sewer
systems.
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LE. Record Retention

LE.1. The Permittee shall maintain all used oil records required by R315-15 of the Utah
Administrative Code and this Permit at the Permittee’s facility located at 721 West
Center Street, North Salt Lake City, Utah.

LE.2. All records shall be readily accessible for inspection by representatives of the Director.
Records may be in a hard copy or electronic format. Records shall be maintained for a
minimum of three years.

LF. Tracking *“uy
v 7
LF.1. The Permittee shall keep written transportation records for both the col ct on and
delivery of used oil. Collection and delivery records may be a lo ice, manifest,

bill of lading or other shipping document.

LF.2. For collections, the records shall include the Permittee’s n ress, EPA
identification number, the facility’s vehicle number, dri
the volume of used oil collected and the type of collection:(i.
containerized, specifying container types and numbe dditionally, the used oil
records shall include the generator’s, transporter’s, transfer facility’s, off —
specification burner’s, or processor’s name ignature (dated upon receipt), address
and EPA identification number.

LF.3. The halogen content from screemng tists ?r analytical laboratory testing shall be
documented on the used oil r ading at each used oil collection location
prior to loading for transportati

L.F.4. The Permittee shall recoB concentration, based on analytical results of used
transformer oil, prior W on/transport in accordance with Condition II.D.5.
sh

LE.5. The delivery r include the Permittee’s name, address, EPA identification
number, vehicle identification number, driver name, date of delivery, the volume of
ivered and the type of delivery (i.e., bulk oil in tankers or containerized,
tainer types and numbers). Additionally, the used oil records shall
receiving transfer facilities’, off-specification burner’s, processor’s or
orter’s name and signature (dated upon receipt), address and EPA

oth
@; ation number.
h

LF ermittee shall create a new delivery record for internal transfers between the
ermittee’s transportation vehicles.
L.G. Sampling and Analyses

L.G.1. The Permittee shall follow all sampling and analytical procedures in Condition IL.D.,
Used Oil Sampling and Analytical Procedures, when conducting used oil sampling
and analytical testing to meet the requirements of R315-15 of the Utah Administrative
Code and this Permit.
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L.H. Prohibited Waste

LH.1. Used oil that has been mixed with hazardous waste as defined by R315-1 and R315-2
of the Utah Administrative Code or PCBs as defined by R315-301-2(53) of the Utah
Administrative Code shall no longer be managed as used oil and shall be subject to
applicable hazardous waste and PCB-contaminated waste rules.

hazardous waste unless these tanks, containers and storage units have been cle

LH.2. Used oil shall not be stored in tanks, containers or storage units that previouslyliired
accordance with R315-2-7 of the Utah Administrative Code.

LH.3. The Permittee shall not place, manage, discard or otherwise dispose of @Ym any
manner other than specified in R315-15-1.3 of the Utah Administr.

LI Waste Disposal

LLI. The Permittee shall document and maintain records showi
characterization, handling and disposal for used oil rela
oily wastewater.

stes, including

LL2. The Permittee shall properly characterize us il wastes to determine if
the wastes are hazardous or non-hazardous in accordance with R315-15-8 of the
Utah Administrative Code. All wastes generated during used oil operations
shall be handled in accordance with this Permit and R315-15 of the Utah
Administrative Code. The wastes sh@taken to an appropriate facility

permitted to handle the type o wa& rated.
LJ. Used Oil Storage
LI.1. The Permittee shall not sto

transfer facility or proces
used oil in vehi t

d oil longer than 24 hours without first obtaining a
ermit for that storage location. This includes storing
ng and unloading docks and parking areas.

LJ.2. The Permittee sh tify the Director if the 24-hour storage is exceeded due to
mechani re f the Permittee’s transportation vehicle prior to exceeding the 24-
hour st u1rement

LK. Llaw d Financial Requirements
LK.1. mittee shall procure and maintain general liability and sudden used oil third-
environmental pollution liability coverage for the Permittee’s operations as

qulred by R315-15-10 of the Utah Administrative Code.

LK.2. The Permittee shall provide documentation of financial responsibility, environmental
pollution legal liability and general liability coverage annually to the Director for
review and approval by March 1 of each reporting year or upon request by the
Director.

Page 3 of 18



Action Resources Inc.
UO Transporter Permit UOP-0XXX
March 2016

LK.3. The Permittee shall notify the Director immediately of any changes to the extent
and type of liability coverage in accordance with R315-15-10 of the Utah
Administrative Code.

LL. Used Oil Handler Certificate

ILL.1. In accordance with R315-15-4.1 of the Utah Administrative Code, the Permittee shall
not operate as a used oil transporter without obtaining annually a Used Oil Handler
Certificate from the Director. The Permittee shall pay a used oil handler fee, %t
to Utah Code 63J-1-504, by December 31 of each calendar year to receive }:‘m‘i’ga ion

for the upcoming calendar year. Y
p g y {;’j‘yu
L.M. Inspection and Inspection Access

LM.1. Any duly authorized employee of the Director may, at any reas
presentation of credentials, have access to and the right to co
used oil and to inspect, audit or sample. The employee
inspection by photographic, electronic, audio, video or
determine compliance. o,

ecords relating to
ake record of the

LM.2. In addition, the authorized employees may collect Qroundwater or surface water
samples to evaluate the facility’s complian

LM.3. Failure to allow reasonable access to the property by an authorized employee may
constitute “denial of access” and may/be grounds for enforcement action or permit
revocation.

A
L.N. Annual Report \'

LN.1. As required by R3 15—15the Utah Administrative Code, the Permittee shall
prepare and submit a Report of its used oil activities for the calendar year to

the Director by e year following the reported activity (Form UO 004
(Annual Rep sed Oil Transporter Facilities). The Annual Report shall also
include all financi surance documentation required by Form UO 004.

L.O. Other

1.O.1. Nothing in this Permit shall be construed to relieve the Permittee of his obligation to
C th any Federal, State or local law.

LP. ceability

LP. iolations documented through the enforcement process pursuant to Utah Code

Annotated 19-6-112 may result in penalties in accordance with R315-102 of the Utah
Administrative Code.

1.Q. Effective Date

LQ.1. The permit is effective on the date of signature by the Director.
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IL.C.S.

Action Resources Inc.
UO Transporter Permit UOP-0XXX
March 2016

Transportation Operations

The Permittee is authorized to transport used oil and deliver the used oil to another
permitted transporter, transfer facility, processor and re-refiners or used oil burners in
accordance with R315-15-4.4 of the Utah Administrative Code.

Used oil recovered from oily water shall be managed as used oil in accordance with
R315-15 of the Utah Administrative Code and this Permit.

The Permittee shall comply with TSCA regulations when transporting used W&
) Ve
b 4

PCB concentrations greater than or equal to 50 mg/kg. /’K
Transport Vehicle Requirements v J

The Permittee shall only transport used oil in the types of vehicles:listed'in Table II.B.

Table I1.B: Vehicle Description

Type of Vehicle Used Qil Capacity (gallons)
Tractor Trailers (semi-trailer) N 4,400
Vacuum Tanker Truck 5,400

Box Van Trailers ‘ 4,400
All used oil transport vehicles operated by the Permittee shall have the words “USED

OIL” on both sides of the transport vehicle in a contrasting color that is distinguishable
from the background color and aflﬁl e inches tall. These designations shall be in
place at all times the transpor iw.s transporting or storing used oil.

All Permittee’s Vehlcles sport used oil shall have a copy of the Permittee’s
Used Oil Emergency Q aintained in the vehicle at all times.

The Permittee s n Emergency Spill Cleanup materials in all vehicles used
to transport use as specified in Condition II.G of this Permit.

i &diﬁng and Unloading Requirements
itt all secure the vehicle by positioning wheel chocks and applying the

Used
The Per

rakes before loading or unloading used oil.

ﬁ ittee shall inspect all used oil collection equipment, if applicable, (e.g.,
e

les and associated pumping equipment) for any damage prior to use.

he Permittee shall place buckets or other containers under piping connections to
collect drips of used oil during loading and unloading operations.

The Permittee shall ensure the amount of used oil to be loaded into the transport
vehicle will not exceed the carrying capacity. The Permittee shall utilize a calibrated
gauging instrument to measure used oil volume in each collection vehicle (tankers).

The Permittee is allowed to transfer to rail cars in accordance with the rail car loading
procedure in Attachment 1 (Rail Car Loading Procedures).
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II.C.5.a. During loading and unloading operations, two trained operators shall remain at the
transfer location and maintain control of the operations throughout the entire used oil
transfer.

I1.D. Used Oil Sampling and Analytical Procedures

ILLD.1.  The Permittee shall only accept used oil or oily water, subject to R315-15 of the Utah
Administrative Code that has halogen concentrations less than 1,000 ppm. \J

II.D.1.a. The Permittee shall document halogen content of used oil collected on ship
delivery records (e.g., bill of lading or manifest) through either analytical testing (field
screening (I1.D.3) or laboratory data (II.D.4) ), a certification of halogerf%ntmt on the
shipping document from a prior used oil handler, or by using “gene owwledge ?
The Permittee shall have information on file which is sufficient,
Director, to support the use of generator knowledge.

IL.D.1.b. Used oil with halogen concentrations between 1,000 pp 0 ppm may be
accepted for transport, if the Permittee rebuts the hazar
or has documentation (analytical data) from a prior oil'handler that the used oil is
not a hazardous waste. The Permittee shall alytical results used to rebut
the hazardous waste presumption to the shipping documents.

IL.D.1.c. The Permittee shall obtain analytical data fr e generator that confirms the PCB
concentration of the used oil is less th@) mg/kg, prior to accepting used transformer
oil.

II.D.1.d. Used oil determined to be on- sp flC ion by a Utah-registered marketer can be

collected and transporte rther testing. Bills of lading, manifests or other
used oil transportation reco all include copies of the analytical results for
reference. 6

II.D.2. Sample Coll equirements for Used Oil Containers

II.D.2.a. The Permittee shall ensure a representative sample is collected from tanks, totes,
ontainers, if required, from which used oil is collected in accordance
res in Attachment 2. Sampling personnel shall be trained on
app@;e ampling methods for each type of container and matrix.

IL.D.2.b. ms or containers of used oil from different sources or processes shall be sampled
i idually at each generator’s facility.

IL.D. omposite sampling is only allowed for a maximum of 500 gallons from containers of
used oil that are generated from the same source or process at each generator’s facility.

1I.D.3. Halogen Field Screening Methods

II.D.3.a. The Permittee shall screen for halogens in the field, prior to the acceptance or delivery
of used oil or oily water subject to R315-15 of the Utah Administrative Code as
specified in Condition IL.D.1.
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II.D.3.b. The Permittee shall screen the generator’s used oil to verify halogen concentrations,
when applicable, using a halogen field screening method accordance with the
following requirements:

II.D.3.b.i. Used oil that contains less than 20% water shall be screened for halogens with a
CLOR-D-TECT® halogen test kit (EPA Method 9077).

I.D.3.b.ii.  Used oil that contains between 20% and 70% water shall be screened for halogens
with a HYDROCLOR-Q® test kit. The resulting halogen concentration must be
corrected using the following conversion formula to calculate true halogen
concentration.

I BV S WY 4
(Ve

i
True Halogen Concentration = Reading Syringe + [(10 + ml oil in sample)/10]
P 4

Example: sample contains 6 ml water and 4 ml oil (60% water) and the syringe
reading is 2,000 ppm, then the true concentration is:
P 4
2,000 ppm [(10 + 4)/10] = 2,800 ppm )
- AY
II.D.3.b.iii.  Used oil that contains greater than 70% water shall be screened for halogens with a
HYDROCLOR-Q® test kit. Correction of the halogen screening results is not
required.

I.D.3.b.iv. The Permittee shall document on acceptance records the screening results to
determine if the total halogens concentration of the incoming used oil is less than
1,000 ppm.

7
II.D.3.b.v.  Results of all halogen fi kning results shall be recorded on the shipping
1 ing and results initialed by the sampler.

document such as a bi
I.D.3.b.vi. The require 0 uality control sample (duplicate) may be satisfied by
i ff-loading from permitted vehicles in accordance with the CLOR-
thod 9077 of SW846) and is not required for each load

&tindwidual generators.

II.D.4. oratory Analytical Methods
ILD4.a. W ing on laboratory testing, the Permittee shall submit a representative used
sample to a Utah-certified laboratory to analyze for total halogen concentrations
sing Method 9076 or other equivalent method approved by the Director.
IL.D. CB Contaminated Used QOil

II.D.5.a. The Permittee shall not accept for transport used oil with PCB concentrations greater
than or equal to 50 mg/kg. Used oils containing PCB concentrations greater than or
equal to 50 mg/kg are subject to TSCA regulations 40 CFR 761. Used oils containing
PCB concentrations greater than or equal to 2 mg/kg but less than 50 mg/kg are
subject to both R315-15 of the Utah Administrative Code and 40 CFR 761.
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II.D.5.c.

IL.D.5.d.
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IL.D.5.1.
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The Permittee shall obtain analytical results of dielectric oil used in transformers and
other high voltage devices, verifying the PCB concentrations are less than 50 mg/kg
prior to loading the used oil into the transportation vehicle.

The Permittee shall determine the PCB concentration of other used oils not specified
in Condition II.D.5.b through written certification from the generator or laboratory

testing.
A

A Y
D
s@tﬁd,’the
inated with
er unless the
ubpart S.

Used oil may not be diluted to avoid any provision of any federal or state
environmental rules.

If PCB concentrations greater than or equal to 2 mg/kg have been tran
Permittee shall assume that all subsequent loads of used oil are co
PCBs and has a quantifiable PCB concentrations of 2 mg/kg or
equipment has been decontaminated as described in 40 CFR 7

Table I1.D lists required laboratory PCB sample preparation and analytical methods.

Table I1.D: PCB Sample Preparation antlﬁﬂ‘xl ical Methods

Methods Analytical Methods: Analytes
PCB CAS RN | PCB

. Aroclor
. ( : ' 12674-11-2 1016*

o 8082 A\« 147601-87-4 1210

151820-27-8 1216
° @l tical Method 11104-28-2 1221%

@yses of the Aroclors 37234-40-5 1231
S le P i lded in the last column 11141-16-5 1232°%

ample rreparation are mandatory. 0.

Methods: 3580A and Y 71328-89-7 1240
3665A (Cleanu ® Choose an additional two 53469-21-9 12427
Aroclors from the last 12672-29-6 1248

column for analysis which 165245-51-2 1250

(b could be contained in the

oil, which will make a 89577-78-6 1252
total of seven Aroclors. 11097-69-1 1254
11096-82-5 1260*

37324-23-5 1262

11100-14-4 1268
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ILE.1.
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ILE.S.

ILF.

ILF.1.

ILF.2.

ILF.3.
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Rebuttable Presumption

Used oil with total halogen concentrations greater than 1,000 parts per million (ppm)
is presumed to have been mixed with a hazardous waste and shall be managed as a
hazardous waste unless the Permittee successfully rebuts the presumption.

The Permittee may rebut the hazardous waste presumption in accordance with R315-
15-4.5 of the Utah Administrative Code if the Permittee can demonstrate that the used
oil does not contain significant concentrations of any of the halogenated hazar&
constituents listed in Appendix VIII of EPA CFR 40, Part 261 which 1nc1ude§\
volatiles, semi-volatiles, PCBs, pesticides, herbicides and dioxin/furans. \_,'

Mous waste

If the additional tests show that used oil has been mixed with a liste
identified in R315-2-10 of the Utah Administrative Code, the mi
regulation as a hazardous waste regardless of the level of halo

N
The rebuttable presumption does not apply to metalworking oils/fluids containing
chlorinated paraffins if they are processed through a tolling arrangement as described
in R315-15-2.5(c) of the Utah Administrative Code to reclaim metalworking
oils/fluids. The rebuttable presumption does apply to metalworking oils/fluids if such
oils/fluids are recycled in any other manner or disposed.

The rebuttable presumption does not apply Moils contaminated with
chlorofluorocarbons (CFCs) removed from refrigeration units if the CFCs are destined
for reclamation. The rebuttable pr su@n does apply to used oils contaminated
with CFCs that have been mlx@sed oil from sources other than refrigeration
units.

Used QOil Training

The Permittee sh v@dlers of used oil in accordance with R315-15-4 of the
Utah Administrative Code and the requirements of this Permit. New employees may
not manage or tra rt used oil without a trained employee present until used oil
training i plet

The Pe ee shall follow a written training program (Attachment 3 — Training Plan).
Em aining shall include documentation that the following topics were covered;
identi ion of used oil, recordkeeping requirements and facility used oil procedures

ndling, transporting, sampling and analysis, emergency response, spill reporting
personal safety.

Employees collecting and performing field halogen testing shall be trained and
demonstrate competence in collecting a representative used oil sample and testing for
halogens using a CLOR-D-TECT® kit prior to fieldwork if Utah certified laboratory
data is not available.
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ILF.4.

ILF.S.

I1.G.

I1.G.1.

I1.G.2.

IL.G.3.

I1.G.4.

IL.GS.
IL.G.6.

IL.G.7.

IL.G.8.

I1.G.9.

Action Resources Inc.
UO Transporter Permit UOP-0XXX
March 2016

The Permittee shall provide, at a minimum, an annual used oil training refresher
course for employees handling used oil. Additional training is required if the
Permittee changes used oil handling procedures or this Permit is modified.

The Permittee shall keep training records for each employee for a minimum of three
years. Employees and supervisors shall sign and date training attendance sheets to
document class attendance.

Spill Response, Remediation, and Reporting &

o
In accordance with R315-15-9.1(a) of the Utah Administrative Code, ﬂw‘,”
responsible for the spill shall immediately take appropriate action to m'v %z?the
threat to human health and the environment and notify the DEQ Hotline-at~

(801) 536-4123 if the spill is greater than 25 gallons or for small hat pose
threat to human health or the environment.
Responders shall take action to prevent spill from spreadi ilizing absorbent,

booms, pads, rags, etc. (Attachment 4 — Emergency C

N
Once the material is containerized, a waste de

the material’s disposition.

shall be made to determine

The Director may require additional cleanu ion to protect human health or the
environment.

All costs associated with the cleant @be at the expense of the Permittee.

Vehicle spill kits shall contain, a nimum, the equipment listed in Table II.G of
this Permit and shall be c@ daily prior to collection activities.

The Permittee shall rw relevant information, including the amount of waste
generated from u orts, the characterization of the waste (i.e. hazardous or
non-hazardous), final waste determination and disposal records. The report shall also
include actions taken by the Permittee to prevent future spills.

An air, rail, way or water transporter who has discharged used oil shall give
notice, if ired by 49 CFR 171.15, to the National Response Center at
htt %J cg.mil/nrchp.html, (800) 424-8802. In addition to the notification above, a
itten-report, as required in 49 CFR 171.16, shall be presented to the Director, Office
zardous Materials Regulations, Materials Transportation Bureau located in
ashington, D.C., 20590.

In accordance with R315-15-9.4 of the Utah Administrative Code, the Permittee shall
submit to the Director a written report within 15 days of any reportable release of used
oil.
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Table I1.G: Spill Kit Equipment Requirements

Equipment Description Quantity
Non-Sparking Shovel 1
Broom 1
Buckets 2
Spill Absorbent Pillows (187 X 18”) 10
Granulated Absorbent Clay 2 £t} S Yy
Absorbent Booms (3”7 X 18”) 1 1
Spill Plan with Emergency Contact Numbers N
Blank Spill Report Sheets
PPE: Coveralls, Boot Covers or Rubber boots each
Disposable Salvage bags 2
First Aid Kit and Fire Extinguisher PN 1 each

Repair Kit: Duct tape, Drum Repair Putty

\"\
0O
AV

&\

,{:D'
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ATTACHMENT 1

Action Resources Inc.
Rail Car Loading Procedures

In the event that Action Resources, Inc. should pick up or deliver Used Oil at a Rail Car
siding, the following procedure are designed to ensure that all railcars containing used oil and
non-regulated waste are loaded safely and in compliance with all applicable regulations in
order to minimize the potential for spills.

Two Action Resources employees shall be present during the loading or oft- loadm
oil to any rail car. If, at any time, one of the employees leaves the operation, th
must be stopped until a second qualified employee is available.

A h 4
Rail Car Loading and Unloading Procedure al \7/
Rail Car Operators must; Yy

1.  Lock-out track with derailers at both ends of the rail spur so train‘operators know not to
move any railcars on the spur during offloading.

2. Place railcar chocks on both sides of the wheel he@ar while offloading.

The Action Resources, Inc., the driver will;

3. Lay out black containment mat and position tru er the mat.

4.  Set truck parking brake and chock both sides of one wheel of the truck to prevent
accidental movement. ¢

5.  Ensure adequate spill response e@is readily accessible. Including but not

limited to:

a. 1 box of absorbent pad@
b. 1bagof Granulate@ent
c. 2oil boom s

d. 1 shovel

e. lem %ﬂlo drum.

f. 1bro

6.  Prior totailcar loading, fill out the Railcar Used Oil Transfer Log.
nning reading on truck to determine volume to be transferred.

railcar strapping chart to ensure there is enough space available for transfer.

10. One Action Resource employee must remain on top of the railcar and another must
remain at the tank truck connection at all times during transfer.

11. Rail Car operator will hoist opposite end of hose up to railcar hatch, uncap hose end,
and insert into railcar. The rail car operator must hold the hose in place while
transferring or a fill lid must be used.

12.  Secure hose with bungee to the side of the railcar.
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13.

14.
15.

16.

17.
18.
19.

20.
21.

22.

Check the cam lock gaskets for integrity and secure the cam lock ears down with a
bungee.

Proceed with transfer operation.

Top man shall notify ground level personnel immediately if the railcar appears to be
filling to a level higher than expected so the operation can be stopped.

After transfer is complete, both Action Resources employees will work in concert to
clear the hose of any material.

Cap and plug all hoses to prevent drips. }/\ )
Close and secure the railcar hatch. o
Complete all necessary paperwork and checklists including:
a. Load transfer BOLs; . @
b. Railcar inspections; e 4

. . af Sl
c. Railcar loading log. s N4

b 4

Insure all tank files are updated after each transfer is comple
Clear area of all safety equipment and clean area of any spills rips prior to departing

transfer area.
Remove locks from rail switches at ends, derai(‘s‘an ar chocks.

Y,
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ATTACHMENT 2

Action Resources Inc.
Sample Collection Procedures

Action Resources Inc. employees shall use the sampling procedures below to collect a
representative sample from customers’ tanks and containers when screening used oil for
halogen content prior to collection.

Procedure 1: Containers - 375 gallons or less N,
Sampling Equipment: Oil thief sampler 175 ml, 39 inch, sample jar. Q«v
Step 1 @

Take oil thief sampler and dip into drum or tote make sure the tube fills up a'good cross
section before covering top hole with finger J‘\/

Step 2 ’\7'7

Open sample jar and dispense entire contents from drum thief i e jar

Step 3

Screen sample using CLOR-D-TECT® halogen test

Step 4 ( )

Empty the sample in the bucket back into the used oi il container/tank.
Procedure 2: Tankers/Pumper Trucks an@ks/Containers > 375 gallons

Sampling Equipment: Dip tube sam (N»propylene/ plastic type tube) sampler.

inside and outside the tube to . Manways located at the top of the Tanker/Pump
trucks will be used to ca 4@

Step 2

Slowly withdra tube from the liquid. Either wipe the exterior of the sampler tube with
a disposable cloth or allow excess liquid to drain back into the used oil container/tank.

Ste Y
Lower the sampling tube slowly into iquid waste at a rate that allows the liquid level
a

Step 3 ‘&
Discharg@ ple by placing the lower end of the Dip tube into a sampling bucket.

mple using CLOR-D-TECT® halogen test kit.

Empty the sample in the bucket back into the used oil container/tank.
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ATTACHMENT 3

Action Resources Inc.
Training Plan

GENERAL TRAINING

1.0.  Employees will be trained on general used oil management procedures, sample
collection procedures, halogen screening and laboratory analytical methods,
rebuttable presumption testing, the appropriate use of “generator knowledge” )
when determining the halogen content, proper waste disposal, and the facility’ -
Emergency Control Spill Plan.

2.0.  New employees will be trained within 30 days of employment. Untrgj_p@
employees will not be allowed to conduct used oil activities or traWon
operations without the presence of a trained employee until trail@‘gf
completed. Yy

3.0.  Utah-specific used oil training will be conducted on an asis to all
employees involved in used oil handling in Utah. The-trai will be provided
during scheduled company safety/training meeﬁhgs appropriate.
Refresher training will include identification/of usej oil and analysis

requirements for used oil transportation in , the “Emergency
Controls/Spill Plan,” spill reporting, and personal safety and protection.

4.0.  The facility’s health and safety mmag@yperaﬁons manager will maintain a
written description of training iv& d generate a training record for each
employee to document employ% g. Records of this training (date,
employee name & signat items covered) will be kept and made

available for inspection for t ears, and a master copy will be kept in the
company training file ﬁ@)

: Example of Used Oil Training Record

Date Name Signature Comments
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ATTACHMENT 4

Action Resources Inc.
Emergency Controls- Spill Plan

General Procedures

In the event of a release of used oil the Action Resources Inc. (Action) employee will
immediately take the following appropriate actions to contain and minimize the spill and the
threat to life, health, environment and property:

| Vg
Actions' employee will attempt to control or stop the leak if it can be done safel ’\‘,‘

1.

2. Use absorbent material, booms, spill pads and dirt dams and dikes if necess
control the material. If possible, keep spilled material out of storm drains n
waterways. N

. F. U 4
Contact 911 emergency responders if needed. N Vi
s N4

4.  Contact his supervisor. Yy
If necessary, the supervisor will contact an authorized waste remediation company for
assistance with the clean- up.

6.  Used oil spills exceeding 25 gallons, or that po ‘a‘i’is@uman health and the
environment, shall be reported to Action management, and to the Utah Department of
Environmental Quality and any other applicab atory agency immediately after
containment of the spill (Table 1).

@
Table: 1: Regulaﬂ&y & Notification Numbers

Regulatory Agency Contact Phone Number
National Response Center (800) 424-8802 or 202-426-2675
Utah Department of Environmental Quality
(within 24 hrs.) (801) 536-4123
Utah State Highway Patrol (801) 538-3400

7.  The following i forrkl/on shall be provided by telephone to the Utah State Department

of Enviro uality’s’, 24-hour answering service at 801-536-4123:

a. Name, telephone number and address of parties responsible for the release.
’@ e, title and telephone number of individual reporting.
ime and date of the release.

.~ Location of the release, as specific as possible including nearest town, city,
highway or waterway.

e. Description of released material found on the manifest or shipping document,
along with the amount of material released.

Cause of the release.

g. Possible hazards to human health or the environment and the emergency action
taken to minimize the threat.

h. The extent of injury, if any
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10.

11.

12.

13.

If a spill occurs on a highway or railway, employees should immediately stop the
release if possible, secure the scene and contain the spill. Action shall give notice, if
required by 49 CFR 171.15 to the National Response Center (Table 1).

Action Resource employee shall submit a completed spill report to a supervisor at or
before the end of the shift. A spill report of used Oil spills exceeding 25 gallons, or that
pose a risk to human health and the environment, shall be submitted to the Division of
Waste Management and Radiation Control within 15 days of the spill in accordance
with R315-15-9.1. X

contacts in Table 2 below. If there are, injuries to personnel/public or the

require additional emergency responders to contain then all 911 to re uast

discharge notification form is included in this spill plan shall be co immediately
by the operator after containment of the used oil, notification to e&é&ty responders
(if applicable) and Action management. b 4

The driver/employee shall immediately notify the Action management emer
@ The

Employees are exempted from reporting de minimis drips agement that are
immediately cleaned up by the responsible empl(L{ee.

The Action Resources, Inc. supervisor shall be responsible to initiate and complete any
reporting and notification to the required Federal, State and local agencies

Used oil transport vehicles shall maintai@rbents and equipment to contain a
leaking containers and spills. Th Permi used oil transport vehicles shall be
equipped, at a minimum, with in&(i ipment listed in Table 3.

Tabl@me’rgency Contacts List

Contact Person Title Contact Information

Russell Landry fety Director

Mobile: 713-818-9368
Office: 281-930-4848
Email: russell.landry @actn.com

Mobile: 256-338-8340
Office: 256-352-7083

Safety Supervisor ] ;
y=up Email: marlowe.jett@actn.com

NA 911
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Table 3: Spill Equipment List for Vehicles

Equipment Description Quantity
Non-Sparking Shovel 1
Broom 1
Buckets 2
Spill Absorbent Pillows (18" X 18”) 10 s @
Granulated Absorbent Clay 2 ft?
Absorbent Booms (37 X 18”) 1
Spill Plan with Emergency Contact Numbers es N
Blank Spill Report Sheets s §°
PPE: Coveralls, Boot Covers or Rubber boots ’X"each
Disposable Salvage bags 2
First Aid Kit and Fire Extinguisher 1 each
Repair Kit: Duct tape, Drum Repair Putty A 1 each
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